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:s shsli be roll Coro&d channel 
»$.$« Ho* 25 gaasg@» g 


steel * 2 


terials can be obtained at Tower B basement level 294. 
Material storage area is open daily from 7:30 a.e* * 12:00 noon 
and 1:00 p«m* - 3:30 p*m* Far material withdrawal©, call (212) 
46&-41S4 at least 24 hours in 


Before commencing work* the Contractor shall verify all conditions 
and dimensions in the field* Any errors or omissions shell be 
brought to the attention of the Engineer* 



Existing construction to n 


o3 


" and shall be of imifor© quality conforming to Federal Specifi- 
cation SS-L-3G and to 


feliboard shall b< 


i Lassie ieBE^i, ris asj £1 uu-a £ imiiQVQXQ psscreils cat^^ v^rtiC^lly 1« 


one piece it 


All excess 

peneaaent construction shall be returned a® directed by the 
Engineer * 

411 components for 



Finish hardware installation shall conform to the manufacturers 
requirements • Installation shall be in a neat and skillful 
manner, with all components operating properly. All knobs, 
handles, pulls and other exposed Items, shall He suitably 
wrapped and protected as soon as they have been installed and 
such protection shnli regain until the acceptance of the work* 

Immediately preceding final inspection all hardware shall be 

a method which irf.ll in no way damage it. 
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Ceiling and floor dinners 
sum tailboard) partition 
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Vinyl asbestos floor tile 


Latch Set - Corbin #833-410 
Closer - Corbin #5GO-S~3 

, 1*12" lg., 1-30" 
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of ll.S.S 


lo* 25 gaug©» galvanized steel* 


Silencers - Corbin #33 

Alumina© Saddles - Zero Weathers tripping Co., Inc. #1654 or #633 



• S* S* 


tsed steel and 


* 25 gauge galvan 
and cas 



^aat shall be cosspiete with perforated tape 
be type Ho* ii "Ferf-a-Bead" as manufactured by 


Csrnsr and edge trii 



1 be in sim 


f Ml tips head screw© specifically manufactured for power tool 


(a) Straight 

(b) Cove 

Acoustic ceiling tile and suspension 
(a) 12" X I2 n tile 


20" X 20" tile 


i* s * 


L*F. 


S.F* 


Frames shall be installed plumb, straight, and true with hori- 
zontal lines level and all vertical lines plumb* Frames shall 
b« secured rigidly in place and shall be anchored to the floors, 
jambs and heads in an approved maimer* All f rases shall be 
braced until adjacent construction has been completed and has 
attained suitlclent strength to maintain tha frames in position • 


ot door trams snail xncx.ua e ba±. spacer u^cp, 
, channel lintels and sub-frames as shown, and all neoprene 



Set 


«lu lut c r ea toesi t ss. t 


tailboard sssaufacturer for use with the manufacturer's tailboard 

Joint compounds shall be the ready mixed type 


(2) pairs butts, (1) mortise 
(1) domes top, (3) silencers, (1) closer 


SET II 


and shall conform to ASM C475* taping and spackllng shall be a 


Before installing channel studs wrap top of stud with electrical 
tape to Isolat metal stud fro® metal runner* Do not secure 

to top 


SET III 


SET IV 


^ shall be tight If packed in voids 

b&tseem top chaiiii of all firs rased sortitions* and flutes of 
ove. Thermaf iher Mineral Fireproof ing shall be as 
U* S« %psu0 Co* or an approved equal* 


pairs butts, (2) flush bolts, 

(1) mortise lockset, (I) closer, 

(2) domestops, (2) silencers, 

(1) coordinator 

(2) pairs butts, CD latchset, 

(1) domes top, (3) silencers 

(2) pairs butts » (1) domestop, 

(3) silencers, (lockset by others) 
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Aluminum Saddles: 3*-0" 


Sliding door units: 4**0" 


5*-0' 


5*-0" 
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■Hollow metal doors and frames 
Door « 


Paints shall be as manufactured by Devoa. & Reynolds, Dupont 
Gliddeo or an anoroved eouai* 


" H.M. 

■ 
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• Set 



Ooors shall be installed plumb and true with their frames 
shall essrats frsslv withetst bindina= 

After erection, all damaged areas in the shop coat, exposeu 
surfaces of bolts, bolt heads, nuts and washers, and all field 
welds*, if necessary, and unpainted areas adjacent to field 
welds shall be painted with the same paint used in shop coating. 

Doors and frames that are to be supplied by the contractor shall 
be similar and equal in $very respect to those that are fur- 
nished by the Authority* 

WALL BASE 

Wall Base shall be applied against the wall with approved type 
cement adhesive keeping cement 1/4" below top of base. Adhesive 
for installation of base shall be furnished by the contractor* 
Vertical joints shall be held to a minimum with a minimum dis- 
tance from a joint to a corner equal to l*-0 ,f * 

Black iron carrying channels shall be securely supported by han- 
gers fastened to the overhead structural members* channels shall 
be spaced as required to adequately support light fixtures, 
drapery pocket and the acoustic ceiling assembly * 

Ceiling tile shall be installed in a true and even plane, butt 
joints tightly together, install metal edge mouldijigs as re- 
quired* 


Faints 


11 be of the type specifically manufactured for 
to the surface to which it is to be 


paint stiaii ©e appiiea carer uxiy witn gtrau clean Drusnes, or 
roved rollers* Faint shall be evenly spread and when brushes 

& IS UvT'w » O «SGS & *• o*>~«5» mmrmv «. a j — » ' -b-— w - — -- 

o 


to other surfaces* toy damage to 
jacent surfaces shall be repaired in a manger satisfactory to 
tte Snaineer* Finish coats shall be smooth and free from runs, 

efecte* Finish surfaces 
, color and texture* Each coat of paint shall 
he of sufficient thickness to cover cosspletely the previous coat 
or surface* 
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3* Before coalescing work* the contractor shall 

of any areas without fireproof ing* All exposed structural steel 
and chipped-off fireproof ing shall be patched or touched-up with 
type D or approved equal as direc 


4« The Contractor shall not drill holes into existing slabs or 
structural members for the purpose of supporting any loads 9 
unless written approval is obtained from the Engineer* 

5* The Contractor shaAl protect the public or tenant spsce beiow fcom 
any damage resulting from floor drilling operation* 

6* The Contractor shall repair or replace existing construction 
damaged in the performance of this Contract* 

7. The space ar^nd pipes, ducts, etc* penetrating rated walls, shall 
not wceed 1/2" and shall be packed solid with mineral wool or ap- 
proved equal and be closed off by close fitting metal escutcheons 
on both sides of the partition as required by NYC Building Code 
5. 


8 

9 


Flrestopping shall be as required by NYC Building Code C2 6-504. 7. 

All WOOu shall be fireproof cu as require^ « iu uUi. jlu -«.ng oQue 
C26-502.6. 


10. All interior finishes shall comply with NYC Building Code 
C26-504,10* 


* varp 

fl 


conform to PotJl Author ity specifications for 
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file 1 


12* Where rated partitions intersect convector enclosures, install 
within the enclosure & rated fire stop equal to the rating of the 

13* Where unrated partitions intersect convector enclosures, install 
within the enclosure a sound barrier of 2 inch 3 lb* density semi- 
rigid fiberglass board* 

14. Partition dimensions are to centerline of partition unless other* 
wise noted. 

15* Centerlines of partitions abutting window columns shall be cen- 
tered on the columns, unless otherwise noted* t 

16* Partitions not located by a fixed dimension on the plan shall be 

located as shown on the reflected ceiling plan. Partitions shall 

>«. . 

be centered on the tile or splean as shown. 

17* Unless otherwise noted, locate all doors 6 in* minimum distance 
from adjacent intersecting walls* 

18* Remove, modify if required, clean and rehang drapes* 

19- Modify drapery track and restring as required to suit final parti- 
tion layout- 

20- Existing floor tile shall be cleaned and, where required, shall be 
restored as directed by the Engineer. 



21. Carpet~~^s^all^d_ under this contract shall be cut-out and formr 

fjTf.^.-ji j -if 1T^r*±»<* n &- a — — - .c„x 1 ^ 1 a1 A m*>«4 — 

iCtea sruunu an cAit»king -m ; ag ar<l &upw- iuui icicpituuc aim^vi *=acv« w t 

cal outlets* _Access^clif ::: ou^ at floor access 



22? E*ibber base shall be ia& talked on ail ti&u par titloas ? both aides 
unless otherwise noted. 

23. Unless required to paint the entire area, the Contractor shall 
paint existing walls that are cut and/or patched. The entire wall 
shall be painted up to the nearest external or internal corner or 

uuul name* vuiul onaii ubluu cAj.obJ.L&2j. 

24- When movable partitions are shown to be removed, the Contractor 
shall reuse at least 60% of these partitions in the new coastruc- 
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of Fire Underwriters Design No 


Floor to celling gypram wallboard partition 


^ Floor to celling movable partition 


Metal and glass partition 


Protection box over light fixture. 
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